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ABSTRACT
Natural sediment compaction in deltaic plains in£uences subsidence rates and the evolution of deltaic
morphology. Determining compaction rates requires detailed knowledge of subsurface geotechnical
properties and depositional history, neither ofwhich is often readily available.To overcome this lack of
knowledge, we numerically forward model the incremental sedimentation and compaction of
stochastically generated stratigraphies with geotechnical properties typical of modern depositional
environments in theMississippi River delta plain. Using aMonte Carlo approach, the range of
probable compaction rates for stratigraphies with compacted thicknesseso150m and accumulation
timeso20 kyr. varies, but maximumvalues rarely exceed a few mmyr1.The fastest compacting
stratigraphies are composed primarily of peat and bar sand, whereas the slowest compacting
stratigraphies are composed of prodelta mud and natural levee deposits.These results suggest that
compaction rates can signi¢cantly in£uence vertical and lateral stratigraphic trends during deltaic
evolution.
INTRODUCTION
Determining compaction rates in modern sedimentary
environments is di⁄cult.There are fewdirect observations
and monitoring e¡orts are expensive and time consuming.
Further complications result from our incomplete knowl-
edge of the speci¢c depositional events resulting in the
present stratigraphy.Two sedimentary columns with simi-
lar compacted thickness and total time of accumulation
can have di¡erent accumulation histories (sedimentation
rates and facies deposited) and are therefore likely to have
di¡erent present compaction rates.With many borings (as
in theMississippi delta plain), the thickness of a sedimen-
tary unit and the approximate age of accumulation are
often available on a regional scale. However, the detailed
sedimentation rate and composition of individual layers
at any speci¢c location vary locally and are typically not
well known.This local variability restricts the lateral dis-
tance that calculated site-speci¢c compaction rates can
be extrapolated. The limited applicability of site- speci¢c
calculations argues for the development of a less speci¢c,
but more broadly applicable method to constrain the pos-
sible range of compaction rates.
Here, we present a stochastic approach that investigates
diverse depositional scenarios (variable layer thicknesses,
sedimentation rates and composition) that result in the
same compacted thickness and time of accumulation.This
approach allows us to derive the expected bounds of pre-
sent compaction rates for a stratigraphy in the absence of
detailed boring information, to draw some conclusions re-
garding characteristic behaviour and dependencies of the
compaction process in general, and to gain insight into
the stratigraphic characteristics that in£uence the present
rates of compaction.To these ends we: (1) present a rela-
tively simple stochastic method for generating synthetic,
uncompacted one-dimensional (1D) stratigraphic col-
umns; (2) useMonte Carlo simulations incorporating that
method in conjunction with existing compaction routines
to constrain the range of anticipated present compaction
rates for speci¢c compacted thicknesses and accumulation
times and (3) summarize the stratigraphic characteristics
of those model stratigraphies which result in relatively fast
and slow compaction rates.
We have modelled the shallow compaction that occurs
in the upper tens of meters (maximum 150m) over time
periods of thousands of years (maximum 20 kyr), typical
of Mississippi Delta deposits during the late Pleistocene
and Holocene.We initially focus on an arbitrarily chosen
subset of those stratigraphies (100^110m compacted
thickness that accumulated in 10^11kyr).We describe the
range of cumulative subsidence and present compaction
rates for those stratigraphies, and investigate stratigraphic
characteristics that result in fast and slow compaction
rates. The present compaction rates for the entire range
of modelled stratigraphies (10^150m that accumulated in
1^20 kyr) are then summarized.We conclude with a com-
parison of our modelled rates with other observations of
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subsidence rates from dated peat horizons and suggest
how compaction rates may broadly in£uence vertical and
lateral stratigraphic evolution in deltaic plains.
Natural compaction (consolidation, autocompaction)
here refers to the reduction in sediment volume (increase
in bulk density) as a result of pore collapse (mechanical
grain reorganization) and £uid expulsion due to the gravi-
tational load of overlying sediment (overburden). We do
not incorporate chemical or biological processes (dissolu-
tion, cementation and decay) that may a¡ect compaction.
The term ‘compaction rate’ hereafter refers to the rate of
vertical elevation change of the uppermost stratigraphic
surface with respect to the base of the compacting column
(assumed static) due to compaction integrated over the
stratigraphic column.
MODELLED FACIES DATA
Geotechnical parameters used here to describe the physi-
cal properties of consolidating sediments are compressi-
bility (b); Athy, 1930), initial porosity (F0), bulk density (r)
and the constants c1and c2 relating permeability to porosity
(Bryant et al., 1975;Mello et al., 1994).
We are primarily concernedwith compaction processes
in the coastal plain of southern Louisiana, and have con-
ducted our investigation using data from that environ-
ment. For facies comprising the modern Louisiana
coastal plain, the most relevant geotechnical data are from
Kuecher et al. (1993) and Kuecher (1994).The ¢ve modern
facies sampled (locations in Kuecher, 1994) are peat, bar
sand, natural levee, bay mud and prodelta mud.The geo-
technical parameters for these facies that were used in our
modelling e¡ort are presented inTable 1.These values are
similar to those presented byMello et al. (1994; theirTable
1), and Kooi & de Vries (1998; theirTable 1). Bulk density,
porosity and permeability change in response to loading
and are updated throughout the calculations.
NUMERICAL METHODS
A £ow chart illustrating our generalized methodology for
creating a synthetic uncompacted stratigraphy and deter-
mining the present compaction rate is provided in Fig. 1.
Details of each step (a^f) are described below. Speci¢c
characteristics of the stochastically generated uncom-
pacted stratigraphies appear in Appendix A.We make no
assumptions regarding relationships among facies, de-
positional layer thickness and sedimentation rate. Input
variables that were randomly chosen from predetermined
distributions to assemble a stratigraphic model are (1) the
depositional thickness for each layer, (2) the sedimentation
rate for each layer (implying a certain amount of time for
depositing the layer) and (3) the facies assigned to each
layer. Our premise is that, by modelling an exhaustive
range of possible stratigraphies, any observed stratigraphy
composed of similar facies will have a present compaction
rate somewhere on our model distributions.
Initially, a target uncompacted thickness and target
time of accumulation for a depositional column are chosen
(Fig. 1a), implying a target average sedimentation rate
(tASR). Then the depositional column is built from the
base upward by stacking uncompacted layers of random
thickness, deposition rate and facies, and the process is
stopped once the target thickness is exceeded. If the actual
average sedimentation rate (aASR) of the ¢nal uncom-
pacted depositional column is close to tASR, the column
is passed to the compaction routine for incremental sedi-
mentation and compaction analysis. If, on the other hand,
the ¢nal layer assignment is quite thick or the sedimenta-
tion rate so low that the time for that layer is quite long, the
¢nal uncompacted column will have di¡erent tASR and
aASR, and the column in rejected. The criterion that we
Table1. Geotechnical parameter values by facies (see Kuecher,
1994)
Facies c1 c2 F0 b (Pa
1) r (kg m 3)
Peat 20.0 8.0 0.88 1.0E 06 1.12E103
Bar sand 14.0 4.0 0.57 1.0E 07 1.88E103
Natural levee 20.0 6.0 0.42 5.0E 07 1.78E103
Bay mud 22.0 8.0 0.61 4.0E 06 1.40E103
Prodelta 22.0 7.0 0.78 1.0E 06 1.22E103
See text for explanation of symbols.
(a)
(b)
(c)
(d)
(e)
(f)
Determine a target uncompacted thickness and accumulation time
for depositional column, implying a target average sedimentation 
rate (tASR)
- Randomly assign α in range 1-10
- β = tASR/α
While cumulative thickness < target thickness, build stratigraphy
- Assign: layer thickness randomly from exponential distribution,
       layer sedimentation rate randomly from Gamma distribution,
       layer facies randomly from list of 5 facies used
- Calculate cumulative uncompacted thickness and time
- Thickness randomly assigned in range 10-200 m
- Time randomly assigned in range 1-20 k.y.
- tASR (mm/yr) = Thickness *1000/Time
Define two-parameter gamma distribution for sedimentation rates
Evaluate actual average sedimentation rate (aASR)
- If |tASR - aASR| < 0.1(tASR), continue
- Else, rebuild stratigraphy
Pass depositional column to compaction routine
- Incrementaly build and compact depositional column
- Calculate rate of elevation change of uppermost surface 
  due to compaction of existing column at each time step
Final present compacted stratigraphic thickness
Present rate of elevation change due to compaction
See equation (1) 
Fig.1. Flow chart illustrating basic computational procedure for
generating an uncompacted depositional column and
incrementally building and compacting that column to arrive at a
¢nal compacted thickness and compaction rate. Details of each
step (a^f) provided in text. Characteristics of the stratigraphies
resulting from this method are in Appendix A.
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apply (|tASR^aASR|o0.1(tASR)) in order to retain a col-
umn for further analysis allows most columns generated to
be retained. This criterion is needed to ensure that the
same number of uncompacted stratigraphies (1000) is
generated for each ASR and time of accumulation mod-
elled.
Sedimentation rates for each layer were randomly se-
lected from two-parameter (a and b) gamma (G) probabil-
ity density function f (x): (See inset of Fig. A1 for example
plots)
f ðxÞ ¼ 1
baGðaÞ x
a1  ex=b ð1Þ
such that the distribution average (ab) is equal to tASR for
the chosen target uncompacted thickness and target accu-
mulation time parameters of each stratigraphic model
(Fig.1b). Initially, a is chosen from a uniform random dis-
tribution between1and10, with b then equal to tASR/a.G
distributions avoid the undesired outcome of frequently
assigning extremely low sedimentation rates when using
an exponential probability density function.The values of
a and b are constant within a single stratigraphic model,
but vary between stratigraphies, allowing for di¡erent
shapes of the G distribution, even for stratigraphies with
the same ASR (tASR). A more constrained method would
have a characteristic andwell-de¢ned distribution of sedi-
mentation rates for each facies. Data do not exist at this
time to allow a distribution for the rates of sedimentation
for each facies used in this analysis to be determined.
Thus, our more generalized approach is taken.
Individual layer thicknesses were determined by ran-
dom selection from an exponential probability density
function f (x): f (x)5 le lx, where l1 is the distribution
average (Fig. 1c). Exponential distributions are common
in stochastic models of sedimentation (Dacey, 1979;Wilk-
inson etal., 2003). Initially, the average bed thickness of the
distribution (l 1) used for all stratigraphic models is de-
¢ned to be that which is observed in a 64m boring in
south-central Louisiana (P-1-90, see Roberts et al. (1994)
for location and description). Roberts et al. (1994) refer to
13 soil classi¢cation units in the 64m recovered, providing
an average bed thickness of 4.9m andl5 0.20.As this is an
average compacted thickness for the current state of com-
paction for this stratigraphy (the distributions used in our
method assign uncompacted thickness to a layer), we use the
value of 4.9 only as a starting point. In order to assess the
in£uence of average depositional bed thickness on distri-
butions of present compaction rates, we repeated our
methodvarying only the average bed thickness used in de-
¢ning the exponential distribution of possible layer thick-
nesses.
Geotechnical properties for each layer were determined
by randomly selecting one of the ¢ve model facies for each
layer (Table 1). Each facies can appear 0 to n times in the
same stratigraphic model, with n representing the (uncon-
strained) number of layers for that stratigraphy. No cycli-
city has been imposed on the models. Although cyclic
deposition of a suite of facies is commonly cited in delta
systems (Roberts, 1997; Amorosi et al., 2005), no statistics
are provided. We note that other ‘cyclic’ systems such as
Pennsylvanian cyclothems and carbonate platforms do
not have facies frequencies that are statistically distin-
guishable from stochastic models (Wilkinson et al., 2003).
However, stratigraphies with cyclicity are possible within
our methodology, though only by coincidence. Nondepo-
sitional events (no thickness in some time interval) are ef-
fectively modelled as extremely low sedimentation rates.
Erosional episodes resulting in sediment removal are not
modelled.
Once a stratigraphy representing an internally consis-
tent (aASRtASR) uncompacted depositional column
has been generated (Fig. 1d), it is used as input for incre-
mental sedimentation and compaction modelling (Fig.
1e). For this, we use the calculations of Kooi (1997). The
application of these calculations to subsidence problems
in the Netherlands has been demonstrated by Kooi et al.
(1998), Kooi & de Vries (1998) and Kooi (2000), so we only
brie£y explain the method here.Their approach is similar
to other 1-D compaction- £uid £ow models with no basal
£ow (Pizzuto & Schwendt, 1997 and references therein).
Important assumptions included in this treatment are:
(1) saturated sediments, (2) £uid £ow is 1-D in the upward
direction and (3) conservation of mass. Kooi & de Vries
(1998) use the fundamental concepts of Darcy £ow law, a
constitutive relationship between porosity (F) and e¡ec-
tive stress (se¡): [F5Fo exp( bse¡)], where b refers to
Athy’s (1930) usage andFo is the initial porosity fromTable
1, and Terzaghi’s (1943) principle of e¡ective stress
(se¡5s^p£), where s is total stress and p£ is £uid pres-
sure.The relationship of permeability (k) with F is mod-
elled as k ¼ kr10ðc1þFc2Þ , where kr is a reference
permeability (1m2 here), and c1 and c2 are fromTable 1. For
other constants in the calculations (e.g. £uid density, visc-
osity and compressibility) we followKooi & deVries (1998).
Each depositional layer is divided into a number of ele-
ments that is linearly proportional to its time of accumula-
tion such that the displacement rate of the uppermost
surface was calculated every 100 years throughout sedi-
mentation and compaction. At the completion of accumu-
lation of each stratigraphy, the ¢nal (present) rate of
vertical displacement of the uppermost surface due to in-
tegrated compaction throughout the column was deter-
mined, as well as the ¢nal (present) compacted thickness
(Fig.1f).
In order to consider a wide range of stratigraphic thick-
nesses and accumulation times, the parameter space of
uncompacted thickness (10^200m) and accumulation
time (1^20 kyr) was divided into 361 bins (19  19), each
spanning10m in thickness and1kyr in duration. Each bin
was populated with 1000 stochastically generated uncom-
pacted stratigraphies (361000 total stratigraphies). This
ensured that each bin in the 10^150m thickness range of
interest contained41000 compacted stratigraphies. Strati-
graphies with uncompacted depositional thickness
4200mwere not modelled.There may be some stratigra-
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phies that we did not model with uncompacted deposi-
tional thickness4200m that could compact to our range
of interest (10^150m), but they are rare and thus do not
contribute substantially to our statistical compaction rate
distributions.
RESULTS
Present compaction rates and subsidence
magnitudes
Here, we present the characteristic compaction behaviour
of a subset of the stratigraphies we modelled: those strati-
graphies with ¢nal compacted thicknesses between 100
and 110m and with accumulation times between 10 and
11kyr (N51087). The variability of present compaction
rates that results from awider range of present thicknesses
(10^200m) and accumulation times (1^20 kyr) are pre-
sented farther below.
The modelled present compaction rates of this subset
vary over three orders of magnitude (10 1^102mmyr1;
Fig. 2), but the central 80% of the results are between 0.69
and 2.2mmyr1 (i.e. fairly low).We hereafter use P10 to re-
fer to the 10% rate (0.69mmyr1) from the cumulative
distribution function (CDF) and P90 for the 90% rate
(2.2mmyr1).
The cumulative magnitudes of compaction (subsi-
dence) of the subset (Fig. 3a and b) alsovary over two orders
of magnitude (o100^102m; Fig. 3c). However, 90% of
modelled total subsidence magnitudes are o20m, and
80%areo7m.The present compaction rate does not cor-
relate strongly with the magnitude of subsidence for the
same stratigraphy (Fig. 3d; correlation coe⁄cient5 0.28).
Present compaction rates cannot be inferred from
current magnitudes of subsidence. Current magnitudes
of subsidence cannot be inferred from present compaction
rates.
Stratigraphic influences on present
compaction rates
Here, we investigate the characteristics of the subset of
stratigraphies with relatively high and low present com-
paction rates (4P90 and oP10, respectively; Fig. 2). By
analysing a large number of stratigraphies with similar
compacted thicknesses and accumulation time
(N51087), we have allowed stratigraphies to naturally sort
themselves into subsets with similar present compaction
rates (natural sorting).This is an advantage ofMonteCarlo
simulations for informal sensitivity analyses.
Layer thickness
We did not impose any order or cyclicity in layer thickness
in our stochastic method for generating uncompacted de-
positional columns, so model stratigraphies will rarely
show such trends.Thus, our methodology does not allow
us to make any statements regarding relationships between
trends in uncompacted layer thickness and present com-
paction rate.
However, it is possible that the thickness of the most re-
cently assigned layer correlates with the present compac-
tion rate by dominating the signal. That is, assigning
thicker units (which have a constant facies and sedimenta-
tion rate) towards the present may allow individual layers
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distribution function (CDF) for
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stratigraphies with compacted
thickness 100^110m and accumulation
time10^11kyrThe rate corresponding
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to potentially exert a dominant in£uence (fast or slow) on
present compaction rate. Having rapidly changing thick-
ness (and consequently facies and sedimentation rate) to-
wards the present may prevent any single facies from
dominating the present compaction rate. We compared
the most recent layer thickness assignments with present
compaction rates. No relationship was identi¢ed, indicat-
ing that present compaction rates cannot be attributed to
recently assigned layer thickness in the uncompacted de-
positional column.
To further investigate the in£uence of layer thickness,
we repeated the procedure used to generate the modelled
CDF in Fig. 2 changing only one parameter: the average
layer thickness used to de¢ne the exponential distribution
from which uncompacted layer thicknesses were chosen.
We repeated the process twice using values for average
layer thickness of 2.5 and 7.5m.These values represent ap-
proximately 0.5, and 1.5 times that used to generate Fig. 2
(4.9m).The CDFs from these results are presented in Fig.
4, and indicate that present compaction rates are not very
sensitive to changes in average uncompacted layer thick-
ness used to construct the stratigraphies (P90 rates vary by
o0.5mmyr1).
Sedimentation rates
Layer sedimentation rates were chosen randomly, and are
independent of the position in the depositional column.
Thus, we do not expect trends in recent sedimentation
rates to exist other than by coincidence. However, through
natural sorting, the fastest compacting stratigraphies may
have similar patterns of sedimentation rates (e.g. rapid re-
cent sedimentation). For the stratigraphies of interest, the
most recently assigned layer sedimentation rate does not
correlate strongly with present compaction rate (correla-
tion coe⁄cient5 0.10).
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Facies proportions
Stratigraphic heterogeneity in£uences compaction rates.
It seems intuitive that the fastest compacting stratigraphy
might be composed of 100% peat (the most compactable
material), but our data do not con¢rm this. Figure 4 shows
that the range of compaction rates for entirely homoge-
nous stratigraphies is generally slower than the heteroge-
neous stratigraphies, except for stratigraphies composed
of 100% bar sand, which have the widest range and most
extreme compaction rates. The low density of peat does
not allow columns of100%peat to compact as fast as those
that include some proportion of other facies.
For stratigraphies with present compaction rates4P90
andoP10 we determined the proportion of each facies in
the uncompacted (depositional) column and compared those
values with present compaction rates (Fig. 5). Some quali-
tative observations are notable: high proportions of de-
posited peat favour current compaction rates4P10; high
proportions of natural levee favour present compaction
ratesoP90; high proportions of bay mud favour a current
rate in theP10^P90 range. However, correlation coe⁄cients
are generally quite low for an individual facies, with peat
being the highest at 0.25. Some stratigraphies with low
proportions of peat have present compaction rates4P90,
and the converse is also true (Fig. 5, upper left). Further-
more, these results are not easily applied; given observa-
tions of an existing stratigraphy of interest, it is unlikely
that one would knowwhat the facies proportion of the un-
compacted thickness would have been.
More complex is the relationship among present com-
paction rates, the time or depth interval during which more
compactable facies were deposited, and the subsequent
loading history. For example, the in£uence that compact-
able facies deposited thousands ofyears ago have on present
compaction rates may (or may not) be negligible, depending
on their burial history.To investigate this, we computed the
running averages of the proportion of each facies through-
out deposition, both with respect to cumulative strati-
graphic time and uncompacted depositional thickness.
For the running averages, the time window width was
100 years, or 20% of the average deposition time per layer
(given average layer thickness is 5m and ASRs are
10mmyr1). For the thickness window width, the win-
dow size is 5m (average layer thickness). Other window
widths were tried, but the parameters above provided the
most e⁄cient trade o¡ between resolution and computa-
tion time.Allwindowand step combinations showed simi-
lar gross patterns. Owing to extremely long computational
times, the P10^P90 stratigraphies (N5 869) were not ana-
lysed in this manner.
Figure 6 suggests that the proportion of peat in the un-
compacted depositional column in£uences the present
compaction rate, which is expected (Bloom,1964; Berry &
Poskitt, 1972; Kuecher et al., 1993; Roberts et al., 1994; Piz-
zuto & Schwendt, 1997; Long et al., 2006). The slowest
compacting stratigraphies (left side ofFig.6) have low pro-
portions of peat throughout, decreasing towards the pre-
sent, and high proportions of prodelta mud. The fastest
compacting stratigraphies (right side of Fig. 6) have peat
as the highest proportion of window thickness, followed
by bar sand, throughout the total accumulation time and
uncompacted stratigraphic thickness.
The proportion of peat that accumulated in an uncom-
pacted stratigraphic section is useful for estimating the
present compaction rate (Fig. 6), but it is clearly not diag-
nostic given the weak correlation noted previously for the
total proportion of each individual facies with present
compaction rate (Fig. 5; upper left).
Facies order
High compaction rates are likely to result from loading a
compactable material with a high-density material with
high porosity and permeability. A natural example of such
a scenario is the loading of peat occurring at relatively
shallow depth intervals (before it is mostly compacted;
the determination of that depth is the subject of ongoing
research)with bar sand. Indeed, the fastest ¢ve compacting
stratigraphies (compaction rates4P99 on Fig. 2) show just
such a behaviour for their most recent history. This sug-
gests that the repeated sedimentation of peat and sand
would tend to generate high compaction rates.That con-
cept is validated in the model data by the high peat and
sand content throughout the stratigraphies with present
compaction rates4P90 (Fig. 6; right side).There is no cor-
relation between the most recently assigned facies and the
present compaction rate.
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Faster compaction rates are favoured by high propor-
tions of compactable facies (i.e. peat) that are loaded with
high density, permeable materials such as bar sand. Slower
compaction rates are favoured by low proportions of com-
pactable material deposited combined with high propor-
tions of facies that make good hydrologic seals (in our
case, prodelta mud).
Average net accumulation rates (NARs)
The average NAR is the compacted thickness divided by
the time of accumulation. Here, we consider distributions
of present compaction rates for a range of NAR and times
of accumulation, ofwhich the stratigraphies previously fo-
cused on are only a subset. The model data for stratigra-
phies that compacted to 10^150m and that accumulated
in 1^20 kyr indicate that higher NAR rates shift CDFs of
present compaction rates to higher values (Fig.7).We arbi-
trarily consider P90 and P10 rates to be the maximum and
minimum (respectively) probable compaction rate for each
CDF in Fig. 7. For each CDF in Fig. 7, P90 and P10 rates are
plottedwith their corresponding thickness and time of ac-
cumulation in Fig. 8a and b. For a given time of accumula-
tion, P90 values increase with increased thickness (Fig. 8a).
For a given thickness, P90 values decrease with time of ac-
cumulation. P10 rates show similar behaviour to P90 rates
(Fig. 8b).The reader can use Fig. 8 to estimate the P10^P90
range of probable compaction rates for any combination of
compacted thickness and time of accumulation that we
modelled.
DISCUSSION
To summarize, the distributions of present compaction
rates of all our modelled stratigraphies are strongly in£u-
enced by the average NAR. Distributions of modelled
compaction rates shift towards higher values with in-
creased NAR, as expected. Focusing on a speci¢c group
of stratigraphies of interest (e.g. 100^110m in 10^11kyr),
the present compaction rate is further in£uenced by the
proportion and combinations of speci¢c facies in the un-
compacted depositional column (notably peat, bar sand,
and prodelta mud). Position on extreme portions of a
CDF (e.g.4P90 oroP10) can be related to general litholo-
gic composition. The conclusions of the stratigraphic
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in£uences for the subset of stratigraphies investigated
likely hold for other compacted thicknesses and times of
accumulation, but have not been veri¢ed.
Present compaction rates should not be speculated
upon knowing only the facies of sur¢cial deposits. Model-
ling data indicate that low density, highly compactable
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deposits such as peat at the surface can be associatedwith
a wide range of compaction rates, which re£ect the deeper
geology. High density, permeable sediments such as sand,
at the surface (typically considered relatively stable) can be
associated with high compaction rates, especially if they
overlie thick peat deposits.
Number of realizations
Some concernwas devoted to verifying that the number of
model realizations (41000 per stratigraphy) is su⁄cient to
characterize the full range of possible present compaction
rates. The CDF distributions do not vary signi¢cantly
when the number of realizations increases 10-fold. The
improvement to the CDF shape does not justify the addi-
tional computational expense. Our modelled samples
adequately represent the full range of variability in the
model procedure, and the present compaction rate for
any model stratigraphy would fall somewhere on our
CDF for the corresponding present thickness and time
of accumulation.
Relaxingmodel constraints
Present compaction rates vary minimally but consistently
as a result of changes in the average bed thickness used to
construct uncompacted stratigraphies (Fig. 4). Using a
smaller average thickness results in negligibly higher pre-
sent compaction rates; a larger average thickness results in
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negligibly smaller present compaction rates.The variabil-
ity iso0.5mmyr1 for P90 values.
We recognize that facies are not likely to have single
parameter values, as inTable 1. Ideally, rather than having
single values for each parameter for each facies, each facies
would have a known (observed) distribution of values for
each parameter from which values would be selected in a
MonteCarlo approach. Rather than using a range ofvalues
that is currently less justi¢able (not yet observed) for facies
of the Mississippi Delta plain, we chose to use actual va-
lues measured from the ¢eld samples.While this is a lim-
itation of the model, it does not invalidate the results.
Using a range of parameter values could change the shape
of distributions in Figs 2 and 4. However, solutions would
still likely fall in the range illustrated in Fig. 7, although
that cannot be con¢rmedwithout generating a completely
new set of model results.
Were facies to have distributions of parameter values,
distributions may overlap.With overlapping distributions,
the term ‘facies’ as used in this modelling would cease to
have discernible meaning. As one goal of this research
was to assess the in£uence of di¡erent facies on subsidence
and compaction rates, itwas necessary to have distinct and
limited geotechnical properties for each facies.
Modelled compaction rates and observed
subsidence rates
Our e¡orts to model compaction rates stemmed from the
lack of available direct observations.However,we can com-
pare our modelled rates to subsidence rates from other
types of observations over similar time scales (i.e. thou-
sands of years). Figure 9 compares our predicted compac-
tion rates with subsidence rates determined from buried
peat samples. Kulp (2000) provides subsidence rates for
radiometrically dated (14C) peat horizons in southern
Louisiana corrected for calendar age and paleo-sea level
changes.
We chose a subset of samples with ageso1kyr and bur-
ial depths o3m (N5 68; locations mapped in Meckel
et al., 2006) which minimize potential correction errors,
presumably re£ect only recent subsidence, and are the
most appropriate for comparing with our model results
because the amount of overburden has been minimized.
Using the subsample stratigraphic thickness, an estimate
of the total accumulation time, and Fig. 8, the radiometric
subsidence rate can be compared with expected model
compaction rates (Fig.9; seeMeckel et al., 2006 for details).
Subsidence rates determined from radiometrically da-
ted peat samples in the Louisiana coastal plain are gener-
ally within the expected range (P10^P90) of modelled
compaction rates for the stratigraphy underlying the sam-
ple. This is reasonable because both methods are essen-
tially measuring subsidence at very long time scales
(sediment accumulation and compaction over thousands
of years).The fact that some radiometric subsidence rates
are higher than the expected distribution of modelled
compaction rates suggests that processes other than shal-
low compaction (Penland & Ramsey, 1990; Morton et al.,
2005;Dokka, 2006) likely contribute to subsidence at those
locations (Meckel et al., 2006). Regionally and over geolo-
gic time scales, compaction seems to reasonably explain
subsidence rates from many radiometric data, and com-
paction is therefore likely to in£uence lateral and vertical
stratigraphic patterns.
Compaction and stratigraphic evolution
We have discussed how lithologic composition (facies) in-
£uences compaction rates. It is tempting to speculate on
how our modelled compaction rates might, in turn, in£u-
ence the geologic evolution of deltas (i.e. delta prograda-
tion, crevasse splay events, delta lobe switching,
stratigraphic trends) such as the Mississippi River delta
(Coleman et al., 1998).We will assume that the stratigraphic
characteristics of the fastest and slowest compacting stra-
tigraphies identi¢ed for the small subset of stratigraphies
also apply to the wider range of thicknesses and times of
accumulation modelled.
Stratigraphies composed of high proportions of prodel-
ta mud (e.g. Fig. 4, 100% prodelta mud curve) or a combi-
nation of prodelta mud and natural levee (e.g. Fig. 6, left
side) result in some of the lowest modelled compaction
rates.These stratigraphies should facilitate delta lobe pro-
gradation, as sedimentation rates can easily exceed the ex-
pected compaction rates.This concept is supported by the
observation of the dramatic seaward protrusion of the
modern ‘birdfoot’ delta of the Mississippi River. Our re-
sults predict slow compaction rates for stratigraphies typi-
cal of the natural levees in the lower reaches of the
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MississippiRiver (where natural levee deposits overly pro-
delta muds; as in Fig. 6, left side). Slow local compaction
rates in these environments likely inhibited the river from
avulsing (before arti¢cial levee construction) the notice-
ably short distance (o3 km) to the coast at Breton Sound,
LA, or to thewest at theBaratariaBay region.The low tidal
range, dominance of river inputs and lack of accommoda-
tion space (including slow compaction rates) favour pro-
gradation (Galloway &Hobday, 1996).
Landward of extending delta distributaries such as the
Mississippi’s birdfoot, deposition evolves as bays ¢ll with
mud, organic marshes accrete (e.g. peat in our models),
and local distributaries deposit bar sands and natural
levees. The high predicted compaction rates of stratigra-
phies composed of peat and bar sand (Fig. 6, right side),
as might typically be encountered at the margin of a
distributary meander belt (Rajchl & Ulic nyŁ , 2005), may
encourage crevasse splay processes. On a broader scale,
as entire inter-distributary regions accumulate higher
proportions of peat, their regional evolution towards
generally higher predicted compaction rates may even-
tually encourage river avulsion due to resulting gradient
advantages, and the formation of a new delta lobe. Prior
avulsion studies have focused on substrate erodibility
and high aggradation rates (T˛rnqvist, 1994; Aslan et al.,
2005).We provide predicted rates of compaction in these
various environments for consideration in models of
avulsion.
Overall, subtle variability in compaction rates of hetero-
geneous deposits (which are expected to be slightly faster,
on average, than homogeneous deposits; Fig. 4) may in£u-
ence the regional evolution of deltaic morphology and
stratigraphy over geologic timescales. Our compaction re-
sults are consistent with the depositional evolution of del-
tas that has been described for decades (Fisk, 1944;
Roberts, 1997). We suggest that the generalized vertical
stratigraphic trends of a depositional lobe at the 100-m
scale may in fact betray underlying stochastic depositional
processes at the (sub)meter scale, and their in£uence on
compaction rates. Stratigraphic composition in£uences
compaction rates, and compaction rates may in£uence
long-term stratigraphic evolution.We have demonstrated
the former, but can only speculate on the latter until it
can be more fully explored using integrated and dynamic
3D models of sedimentation and compaction.Yet, our re-
sults begin to reconcile the heterogeneity that is actually
observed at small scales vertically and laterally in deltaic
successions with the larger-scale upward stratigraphic
trends that have been so successfully applied towards un-
derstanding deltaic evolution, were geotechnical proper-
ties drastically di¡erent than what is observed in modern
environments (e.g. extremely compactable prodelta depos-
its, or incompressible peat accumulations), an entirely dif-
ferent ‘typical’ delta-lobe stratigraphy may result. Such
concepts may be useful for understanding variability in
stratigraphic evolution of deltas in di¡erent latitudes (e.g.
equatorial vs. arctic), as the geotechnical properties of the
various facies may di¡er.
SUMMARY
We use stochastic forward models of incremental sedi-
mentation and compaction to constrain present compac-
tion rates for stratigraphies with speci¢c present
compacted thickness and time of accumulation, and to
identify stratigraphic characteristics that in£uence com-
paction rates. The rates and subsidence magnitudes pre-
sented here are the most comprehensive estimates to date
of the contribution of shallow compaction in deltaic envir-
onments.
Compaction is a complex nonlinear process; the instan-
taneous result is a combination of many variables, encom-
passing prior and present depositional events. Modelled
compaction rates for stratigraphies characteristic of the
Holocene of the Mississippi River delta are generally less
than a few mmyr1. Stratigraphic heterogeneity increases
compaction rates. Modelled compaction rates do not cor-
relate consistently with cumulative subsidence, recent se-
dimentation rates, or the thickness and facies of the most
recently deposited layer.
Of the model stratigraphies that we analysed in detail,
the fastest compacting stratigraphies have high propor-
tions of peat and bar sand throughout, whereas the slowest
compacting stratigraphies have low proportions of peat
and high proportions of prodelta mud, followed in abun-
dance by natural levee deposits. These proportions refer
to the uncompacted depositional column, before sedi-
mentation and compaction.
Modelled compaction rates are similar to many long-
term radiometric subsidence rates in the Louisiana delta
plain, suggesting that compaction can account for much
of (but not all of) the rate of accommodation space created
during the Holocene. Thus, compaction rates may be a
dominant in£uence of vertical and lateral stratigraphic
trends during Holocene deltaic evolution.
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APPENDIX A
Here, we provide detailed information regarding the char-
acteristics of the modelled stratigraphies that resulted
from our methodology to construct uncompacted strati-
graphies.These data are for stratigraphies that have com-
pacted thicknesses of 100^110m and that accumulated in
10^11kyr (N51087).
The ab pairs that de¢ne the shapes of G distributions
used to randomly assign layer sedimentation rates for the
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modelled stratigraphies appear in Fig. A1. Each point re-
presents a uniquely shaped distribution, from which on
average 30 random sedimentation rates were chosen for
an uncompacted stratigraphy. The high density of the
points around the line ab5 10mmyr1 (Fig. A1) re-
£ects the high proportion of stratigraphies that accumu-
lated with that ASR that compacted to within the
thickness range of the stratigraphies of interest. The
points between the lines ab510 and 20 represent strati-
graphies with depositional thicknesses  110m, which
ultimately compacted to between 100 and 110m. Our re-
striction that |tASR^aASR|o0.1tASR results in very few
stratigraphies with low a values being used (a5 1 is an
exponential distribution, which we wanted to avoid). The
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inset frequency distribution (upper right of Fig. A1) pro-
vides examples ofG distributions for three ab pairs where
ab5 10, and also the distribution of all 32 076 layer rates
assigned for all the1087models.
The times of accumulation for each layer are compared
to that layer’s sedimentation rate in Fig. A2a, and to that
layer’s thickness in Fig. A2b. A single point in these plots
could correspond to any of the ¢ve facies used in the mod-
els.The frequency distribution of the number of layers in
each of the1087 stratigraphies is seen in Fig. A2c.
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